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KIT FOOT OPERATED TAP COLD WATER  
 WITH PRE-RINSE UNIT MINI VERSION

ERMES001/MINI112K
3,44 Kg

TECHNICAL SPECIFICATIONS :
MINIMUM / MAXIMUM OPERATING TEMPERATURE : 5 ÷ 70°C
MINIMUM / MAXIMUM OPERATING  PRESSURE : 0,5 ÷ 7 Bar
RECOMMENDED : 3 ÷ 5 Bar

- Do not use toxic or abrasive products for the tap cleaning
- Suitable for indoor use
- For water supply only

- Install stop valve with filter (recommended) for maintenence operations

WARNINGS :

- Installation for release to specialized personnel
- Clean the pipes from debris, by to flow the water, before connecting the tap to the supply line
- Install filter gaskets (supplied) in the supply line

FLOW RATE : 12 L/min at 3,5 BAR

FOOT OPERATED TAP
cod. ERMES001

FLEX INOX L=1300 G1/2"-G1/2"
cod. 00403000026

cod. ERMESRIC011 : OR 128 (n° 10 pc) ; OR 121 (n° 10 pc)
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FLEX INOX L=900 G1/2"-G1/2"
cod. 00403000025

G1/2" FITTING
cod. G00010

FIXING KIT FOR KITCHEN SINK
cod. R0000000087

METAL TUBE D20 L=34cm
cod. R0000000066

FIXING WALL KIT
cod. 00501000010

SPRING
cod. R0000000041

SHOWER
cod. 00502000035

FLEX INOX+PVC
G1/2" - G1/2" L=400mm
cod. 00403000066

sink fixing hole : ø21,5 mm
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FLEXIBLE LENGTH 400mm
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cod. ERMESRIC012 (BLUE)

cod. ERMESRIC002 (BLUE)

cod. ERMESRIC006

cod. ERMESRIC010

cod. ERMESRIC008

cod. ERMESRIC005

OR 121

OR 128

cod. ERMESRIC009

cod. ERMESRIC041

cod. ERMESRIC042


